
    AIRDRAULIC BIRCO GROUP PTY LTD     

    Sydney (H.O.): Unit 1, 33-35 Gibbes Street Chatswood   NSW 2067   
    Phone: 61 2 9882 3444 Fax: 61 2 9882 3133          

                 Brisbane: Unit 27, 121 Kerry Road, Archerfield QLD 4108 
    Phone: 61 7 3255 6188 Fax: 61 7 3255 6199 
    Melbourne: 165 Clayton Rd, Clayton VIC 3168 
    Phone: 61 3 9544 1711 Fax: 61 3 9544 2111   
    Perth: Unit 2, 73 Poole Street, Welshpool WA 6106 
    Phone: 61 8 9258 4144 Fax: 61 8 9258 4255 

    Website: www.abgpl.com.au    Email: sales@abgpl.com.au  

 

DISTRIBUTORS OF: 

*Edco Surface Preparation Tools *Macdonald Air Tools *Timberking Chainsaws *Rock Drills *Drilling Equipment *Picket Post Driver *Air Hose & Fittings 
*Compressors *ASL Lubricators * Stone Compaction Equipment *Electric & Pneumatic Points & Chisels *Pedestal & Wall Fans *Mancoolers & Tube Fans  

*VAF Fans *Venturi Air Movers *Gas Heaters *Submersible Pumps *Transfer Pumps *Puddle Pumps *Layflat hose and fittings *Bauers & Camlocks  
*Blast Hole Plugs *Anfo Loaders *Slopemeters *Schroeder Hydraulic Filters & Elements *CBC Reversing Cameras *Reversing Alarms *Osha Safety Valve 
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MMAATTEERRIIAALL  SSAAFFEETTYY  DDAATTAA  SSHHEEEETT  

Transport & Storage 
 
SCA is a Non-Combustible & Non-Explosive product. SCA must be stored in a cool dry environment. It can be 
transported in a conventional manner with no special licences or permit 
 

Mixing 
 
Standard protective equipment must be worn, i.e. Rubber Gloves, Safety Glasses, Dust Mask and Protective 
Clothing. 
 

Pouring 
 
Do Not Stand directly over the hole when applying SCA 
 
Warning – Important to Note: When applying SCA to 50mm holes or larger, Blast mats are recommended. Under 
certain working and temperature conditions and circumstances beyond our control, SCA can blow out of the hole 
with a Loud Bang Sound. To prevent such a situation from happening it is suggested that the SCA is poured early 
in the morning when the temperature is cool, also by adding 2-3% cement to the mixture will help prevent the SCA 
from going and setting of too quickly. 
 
For Safety Reasons The area should be cleared until reaction has finished – approximately 2 hours. Warning 
signs must be properly and clearly displayed around the cleared areas. Do Not look or stand over holes during and 
after filling. 
 

Disposal 
 
The Any product not required can be stored for up to 6 months for future use, after which, contact your SCA 
Distributor for disposal 
 

First Aid 
 
If SCA comes in contact with skin or eyes, immediately wash with clean water. Wash with clean water repeatedly 
until all powder or slurry is removed. Seek medical advice and attention immediately to control irritation. 


